
HUSKEY S-800 SERIES LUBRICANTS 은 고 성능이 요구되는 모든 에어 콤프레셔에 적합한 제품이며, 
여러 타입의 콤프레셔, 왕복동 타입 및 스크류 타입, 로터리 베인에 충족하도록 여러가지 점도 등급이 제공
되고 있습니다. 

뛰어난 마모 방지력, 비산 방지 및 폭넓은 온도 특성으로 인해, 터빈 오일, 유압 오일, 기어 오일 및 체인 
오일에 사용할 때 뛰어난 능력을 발휘합니다. 

마모 및 마찰 제거                뛰어난 유분리 현상

산화 및 마모 방지 효과              장비 수명 및 윤활력 증가

시스템 잔여물 제거



 

 
 
 
DESCRIPTION HUSKEY Product:     S-800 SERIES  LUBRICANTS 
   Color:         Amber 
   Base:         Synthetic 
    

 
 

TYPICAL SPECIFICATION 
 

             HUSKEY COMPRESSOR OIL #   S-810       S-815       S-820       S-830 
Density, lbs/gal.,60EF     7.66       7.44          7.88         7.98 

 Viscosity, SUS @ 210EF    44       49             52    59 
 Viscosity, SUS @ 100E    144       237 320    496 
 Flash Point, EF     470       480 490    505 
 Pour Point,EF      -60        -45 -35    -30 
 Fire Point,EF      530       535 540    560 
 Auto-ignition EF     730       745 760    800 
 Conradson Carbon %     0.02       0.02 0.02        0.02 
 Four Ball Wear Test     0.40       0.40 0.45        0.42 
 (40 kg. 167EF 1200 RPM, 1 Hr.) 
 SAE Grade, Weight    10       ----             20    30 
 ISO Grade     32      46             68    100 
 

 
PACKAGE AVAILABILITY 

5-gal Pails, 15-gal Kegs and 55-gal. Drums 
 
 
 
 
 
 
 
 
 
The name of this product or group of products is for product identification only.  HUSK-ITT CORPORATION makes no warranties, representations or conditions of 
any kind expressed or implied, whether for merchantability or fitness with respect to these products.  The final determination of the suitability of the products for the 
application contemplated by the user is the sole responsibility of the buyer.  HUSK-ITT CORPORATION sales personnel are not authorized to amend this warranty 
limitation. 11/05 
 


